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Description
Pangofol is a CFC Free choloroprene based two-part cold vulcanizingadhesive. Pangofol is 
oil and chemical resistant and will bond to most rubber compounds such as Butyl, EPDM, 
neoprene, natural rubber, and SBR blends as well as fabrics such as nylong and polyester. 

Pangofol will also bond fi berglass. When used with PANG Primer, Pangofol even works well for 
bonding rubber to metal and concrete.

Coverage
Pangofol will cover approximately 30 sq feet (2.76 sq meters) per quart (945ml) per single 

coat.

Temperature Range for Application
It is recommended to apply Pangofol in temperatures between 40°F (4.4°C) and 100°F (38°C). 
Temperatures belowe 40 °F (4.4°C) will dramatically increase the drying time. High humidity 

above 50% will also greatly increase the dry time. Pangofol cures to a useable state in 4-6 
hours at 72°F (22°C).

Working Temperature Range 
The working temperature range for Pangofol once it is cured is -10°F (-23°C) and 185°F (85°C). 

Shelf Life
The shelf life of Pangofol (992, 992F, 993F) is 18 months from the date of manufacture on 
the sealed container. All cements and solvents should be stored in a cool, dark, and dry 

environment.                                          

Available Container Sizes & Activator Ratios
CFC-Free Pangofol is also available in 1 quart (1.65lb/.75kg), 1 gallon (6.6lbs/3kg), 5 gallons 

(33lbs/15kg), and 55 gallon (400lbs/182kg) containers. Used with 968F Activator, NF Pangofol 
requires 60cc of Activator per quart of pangofol or 16 parts of Pangofol to 1 part Activator by 

weight.           


